
 

 

 

 

 

 

 

OFFICIAL BID PACKAGE 

 

 

Bituminous Road Materials 2012 

 

Bid August 28, 2012 

 

The City of Canton 



 

 



 

 

LEGAL NOTICE 
Ordinance 15-2012 

 
The Director of Public Service of the City of Canton, Ohio will accept sealed bids until 2:00PM, Local 

Time on TUESDAY, AUGUST 28, 2012, for the purpose of securing bids for, 

 
BITUMINOUS ROAD MATERIALS 2012 

 
Submit bid according to the specifications and bid sheet(s) on file and available in the Contract 

Office/Sixth Floor, Purchasing Department, Canton City Hall Building. The Sixth Floor Conference Room 

of Canton City Hall is the location for the Bid Opening. 

 
Submit all bids to the City of Canton Contract Office, 218 Cleveland Avenue SW, Purchasing 

Department/ Sixth Floor, Canton, Ohio 44702 before 2:00 p.m. on the day of the bid opening. 

THE CITY WILL DISQUALIFY ANY BID NOT RECEIVED IN THE CONTRACT OFFICE ON OR BEFORE 2:00 PM 

ON TUESDAY, AUGUST 28, 2012. 

 
Each bid must contain the full name of every person or company participating in the bid. A CERTIFIED 

CHECK, CASHIER’S CHECK or SURETY BOND must accompany the bid. Draw this check or bond from a 

solvent bank or bonding company satisfactory to the Director of Public Service as a guarantee the 

contract and its performance properly secured if the bid is accepted. 

 
You the Bidder shall verify the CERTIFIED CHECK, CASHIER'S CHECK or BID BOND for the amount of FIVE 

HUNDRED ($500.00) DOLLARS. PLEASE NOTE. THE CITY OF CANTON WILL ONLY ACCEPT ORIGINAL 

CHECKS AND BID BONDS. THEREFORE, IF ANY COMPANY AND/OR BIDDER SUBMITS A COPY 

(INCLUDING FAXED COPIES) OF HIS/HER $500.00 SECURITY, THE CITY WILL DISQUALIFY YOUR BID. 

 
The Director of Public Service reserves the right to waive any technical defects in any bid bond 

submitted so long as the bond is in substantial compliance with State Law. Any bidder may withdraw 

his bid, by written request, at any time prior to the hour set for the bid opening. Please be advised, the 

city of canton may impose a $500.00 penalty to any bidder that withdraws his bid after the bid opening 

and prior to a contract award(s). 

 
Should any bid be rejected, such check or bond will be returned to the bidder or bidders within ten 

(10) days after the contract is awarded, and should any bid be accepted, such check or bond will be 

returned upon execution and securing of contract. Bidders shall be prepared to furnish any 

information requested regarding return of bond or check. 

 
The Board of Control reserves the right to reject any or all bids and to accept the bid(s) deemed most 

beneficial to the City of Canton. All companies must submit their Federal ID Number. 

BY ORDER OF THE DIRECTOR OF PUBLIC SERVICE  
WARREN PRICE 
PUBLISHED IN THE CANTON REPOSITORY: August 13 and August 20, 2012 



 

 



 

 

 
 

ALL BIDS ARE TO BE MAILED AND/OR 
 

DELIVERED TO THE FOLLOWING: 
 
 
 

STEVE HENDERSON 
 

CONTRACT OFFICE 

CANTON CITY HALL BUILDING 

SIXTH FLOOR 

218 CLEVELAND AVENUE SW 

CANTON OHIO  44702 

 

 

 

FAILURE TO DO SO COULD RESULT 

IN YOUR BID BEING DISQUALIFIED. 



 

 



 

 

Bituminous Road Materials 2012 Bid Sheet 
 

Item Unit Description 
BID 
AMOUNT 

1  Ton Asphalt cold mix (loaded on City tricks) HY-GRADE TYPE $ 

2  Ton 402 Fine top asphalt hot mix under 200 tons daily (loaded on City trucks) $ 

3  Ton 448 Fine top asphalt hot mix under 200 tons daily (loaded on City trucks) $ 

4  Ton 402 Fine top asphalt hot mix over 200 tons daily (loaded on City trucks) $ 

5  Ton 448 Fine top asphalt hot mix over 200 tons daily (loaded on City trucks) $ 

6  Ton 424 Sand and Fine top asphalt hot mix (loaded on City trucks) $ 

7  Ton 301 Base asphalt hot mix (loaded on City trucks) $ 

8  Ton 609.05 Alsphaltic curb mix (loaded on City trucks) $ 

9  Gal 702.04 Asphalt emulsion-CMS-2 furnished and applied $ 

10  Gal 702.04 Asphalt emulsion-CMS-2 (loaded hot on City Distributors) $ 

11  Gal 702.04 Asphalt emulsion-MS-2 (loaded hot on City Distributors) $ 

12  Gal 702.03 Emulsion asphalt primer immiscible type 20 furnished & applied $ 

13  Gal 
702.03 Emulsion asphalt primer immiscible type 20 (loaded on City 
Distributors) 

$ 

14  Gal 702.02 Liquid asphalt MC-30-70-250-800-3000 furnished and applied $ 

15  Gal 702.02 Liquid asphalt MC-30-70-250-800-3000 (loaded on City Distributors) $ 

16  Gal 702.04 Cationic asphalt emulsion CRS-2 furnished and applied $ 

17  Gal 702.04 Cationic asphalt emulsion CRS-2 (loaded on City Distributors) $ 

18  Gal 702.04 CMK Cationic asphalt emulsion furnished and applied $ 

19  Gal 702.04 CMK Cationic asphalt emulsion (loaded on City Distributors) $ 

20  Ton SS-921 Cold mix asphalt (loaded on City trucks) $ 

21  Gal 702.04 MS-2 (tack coat #407) furnished and applied at .10 gal R.S.YS rate $ 
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PLEASE BE ADVISED THAT IF THE CITY AWARDS YOUR COMPANY A 

CONTRACT WITH THE CITY OF CANTON FOR BITUMINOUS ROAD 

MATERIALS, ALL CITY DEPARTMENTS BE ENTITLED TO PURCHASE ITEMS 

FROM SAID CONTRACT. 

 

THIS/THESE CONTRACTS WILL BE FOR A ONE-YEAR PERIOD WITH THE 

OPTION OF A THIRTY-DAY EXTENSION AT THE SOLE DISCRETION OF THE 

CITY OF CANTON. 

 

THE EFFECTIVE START DATE SHALL BE DETERMINED BY THE CITY OF 

CANTON CONTRACT OFFICE AN ONLY AFTER THE FULL EXECUTION OF 

THE CONTRACT. 

 

 
 
 

THE SUCESSFUL BIDDER(S) AND/OR UNDERSIGNED, UNDERSTAND THAT 

SHOULD YOUR COMPANY BE AWARDED ANY AND ALL ITEMS CONTAINED 

IN THE SPECIFICATIONS AND/OR BID SHEETS FOR BITUMINOUS ROAD 

MATERIALS, THAT YOU AGREE THAT ANY AND ALL MATERIALS BE 

READILY AVAILABLE FOR THE PURCHASE BY THE CITY OF CANTON AT 

ANY TIME THE CITY IS IN NEED OF SAID ITEMS. 

 
 
                                    .                                                                                                                       . 
  DATE       SIGNATURE   



 

 



 

 

  SPECIFICATIONS FOR BITUMINOUS ROAD MATERIALS - PRIM ARY LIST ONLY  
 
Description of Materials  Asphalt Cold Mix 
  The following described patching material is designed for use at 
  temperatures ranging from 0o to 45o F.  This patching material  
  will be used in cold, damp and hot weather on bituminous and  
  concrete pavements. 
 
Asphalt   The liquid asphalt blend shall conform to the following specific requirements. 
  
                         Test Method           Value     
 
  Kinematic Viscosity @ 140o F.       ASTM 2170         400-600 CST 
 Flash Point ASTM 1310 180o F min. 
 Distillation to 680o F ASTM 402 - 
  Volume % of Total  
     to 437o F 0 max. 
  to 500o F 15 max. 
  to 600o F 70 max. 
  Residue 90 max. 
 
Test on Residue Absolute Viscosity @ 140o F ASTM 2171 375 + 150 Poises 
  Cone Penetration D-217  
  Ductility ASTM D113 @ 4o C  150 min. 
  Solubility in Trichlorethylene D-2042 99.9% min. 
  Percentage of Water ASTM D-95 Less .2% 
 
Aggregate  The aggregate shall conform to the following requirements. 

             Sieve Analysis 
    #9 (preferred)                                    #89                           
 Sieve Size    % Pass                       Sieve Size     % Pass 
  3/8          100             1/2              100 
  #4               85-100                3/8              90-100 
  #8           10-40               #4               20-55 
  #16          0-10               #8               5-30 
 #50          0-5              #16              0-10 
             #50              0-5 



 

 

  
 
 
 

 
SPECIFICATIONS FOR BITUMINOUS ROAD MATERIALS  - PRI MARY LIST ONLY CON'T.  

 
Description of Materials  Asphalt Cold Mix con't. 
 
 Soundness loss (5 cycles of Sodium Sulfate)    l2% max. 
 Los Angeles Abrasion loss:                               40% max. 
 Absorption:  l.0 - 2.5% 
 -200 Sieve Wash:  2.0% max. 
 Specific Gravity:  2.55 - 2.75 
 
Mixture   The mixture shall consist of an aggregate and asphalt combined in a pug 

mill in the following proportions: 
 
                 Asphalt 5 l/2 to 6 l/2% 
                 Aggregate 94 l/2 to 93 l/2% 
 
Preparation of Mixture   The mixture shall be prepared with no heat to the aggregate and the 

asphalt heated to temperatures between l90o  to 200o F.  Heat may be 
applied only under the following  

    l)  Frozen aggregate 
    2) The plant has a bag system for dust collection. 

    3) When the bottom screens clog because of moisture or small size of 
aggregate. 

 
 Mixing in the pug mill should be for 30 to 45 seconds or until  
 uniformly covered. 
 
 This material shall meet the following specific requirements. 
                   Test Method                           Value 
 Coating & Stripping       Ky DOT 64-417        Pass 
 Extraction of Bituminous  
 Material                            ASTM 2l72            3.5 min. 7% max. 
 Shelf Life                          Visual               l yr. min. 
 
 
 
 
 
 
 
 
 



 

 

BIDDER INFORMATION SHEET 

(PLEASE PRINT AND COMPLETE APPROPRIATELY) 

DATE: _______________________________________  
 
NAME OF BUSINESS ENTITY:                                                                                             . 

 (  ) CORPORATION. 

Full name of corporation 
as contained in Articles of 
Incorporation: 

 
State where Incorporated: 

 
Full name and title of 
responsible officer:    

(  ) PARTNERSHIP. 

 
Full name of partnership 
as contained in 
Partnership Agreement: 

 
Full name of responsible 
partner and partner status (i.e. 
general or limited): 

 
(  ) SOLE PROPRIETORSHIP. 
 

Full name(s) of individual owner(s) of business: 
 

Please list company's full name 
and any other designation 
under which your company is 
doing business as (dba): 

 
SIGNATURE OF AUTHORIZED REPRESENTATIVE:  
 
Full Business Address:                                                                                                                     
 CITY   STATE ZIP CODE 

Telephone Number: ( _____ ) ______________  Federal I.D. Number #                                       

Purchase Terms: ___________________  % Net ______  Days Delivery Time:                           . 



 

 

DURATION OF CONTRACT 

This/these contract(s) will be for a one-year period with the option to extend the contract for 

thirty days at the sole discretion of the City of Canton. The effective date of the contract will 

not begin until the City has fully executed the contract. 

 

ARTICLES OF INCORPORATION 

Unless the bidder submits, with its bid, the “Articles of Incorporation” showing the name 

exactly as incorporated, under with the state of Ohio, Canton may request the bidder provide 

this information. 

The Articles of Incorporation are the documents filed with the state (Ohio or otherwise) 

creating the corporate entity. 

 

BID FORMS 

 

Please be advised that it is the City of Canton Policy that the following bid forms be completed 

before the Contract can be executed. Please complete these forms and submit at the time of 

bid.  

The EEO Bid Form 9 must be accompanied by the Company’s’ Affirmative Action Plan. 

 
 



 

 

 



 

 



 

 



 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 -END- 


